IDAHO TRANSPORTATION DEPARTMENT
VEHICLE SPEED BY LANE REPORT - From 2004 Permanent Weigh-In-Motion Data

District 5 - Georgetown - US30 - .7 SE. of Nounan Rd.
Wednesday 1 December Thru Friday 31 December 2004
Total Traffic - All Lanes Included

Vehicle Direction of Travel
West Bound East Bound

Lane Lane Average Lane Lane Average Total Average
Speed Bin Count % Speed Count % Speed Count | Type % Speed
0-30 56 0.17 22 131 0.37 21 187 0.27 22
30-35 63 0.19 33 104 0.30 34 167 0.24 34
35-40 187 0.56 38 248 0.70 39 435 0.63 38
40 — 45 354 1.06 43 505 143 43 859 1.25 43
45-50 766 2.29 48 1069 3.03 48 1835 2.67 48
50 - 55 1357 4.06 53 1691 4.80 53 3048 4.44 53
55 -60 2301 6.88 58 2759 7.83 58 5060 7.37 58
60 — 65 7528 22.52 63 7278 20.66 63 14806 21.56 63
65-70 14313 42.81 68 | 14834 42.10 68 29147 42.45 68
70-75 5099 15.25 72 5703 16.19 72 10802 15.73 72
75-80 962 2.88 78 669 1.90 77 1631 2.38 78
80 -85 317 0.95 83 181 0.51 83 498 0.73 83
85— 140 129 0.39 93 63 0.18 92 192 0.28 93
Total by Lane 33432 48.69 66 35235 51.31 65 68667 100.00 65
Total by Direction 33432 48.69 66 | 35235 51.31 65
50" Percentile Speed 67
85" Percentile Speed 71




